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Copyrights

© All rights reserved. This publication contains information that is protected by copyright. No part may be
reproduced, transmitted, transcribed, stored in a retrieval system, or translated into any language without
written permission from the copyright holders.

Trademarks

The following trademarks are used in this document:

( Microsoft is a registered trademark of Microsoft Corp.

(] Windows, Windows 95, 98, Me, NT, 2000, XP, Vista, 7 and Explorer are trademarks of Microsoft Corp.
® Apple and Mac OS are registered trademarks of Apple Inc.

° Other products may be trademarks or registered trademarks of their respective manufacturers.
Safety Instructions

® Read the installation guide thoroughly before you set up the router.

(] The router is a complicated electronic unit that may be repaired only be authorized and qualified personnel.
Do not try to open or repair the router yourself.

L Do not place the router in a damp or humid place, e.g. a bathroom.
The router should be used in a sheltered area, within a temperature range of +5 to +40 Celsius.

Do not expose the router to direct sunlight or other heat sources. The housing and electronic components
may be damaged by direct sunlight or heat sources.

® Do not deploy the cable for LAN connection outdoor to prevent electronic shock hazards.
(] Keep the package out of reach of children.
( When you want to dispose of the router, please follow local regulations on conservation of the environment.

Warranty

@ We warrant to the original end user (purchaser) that the router will be free from any defects in workmanship
or materials for a period of two (2) years from the date of purchase from the dealer. Please keep your
purchase receipt in a safe place as it serves as proof of date of purchase. During the warranty period, and upon
proof of purchase, should the product have indications of failure due to faulty workmanship and/or materials,
we will, at our discretion, repair or replace the defective products or components, without charge for either
parts or labor, to whatever extent we deem necessary tore-store the product to proper operating condition.
Any replacement will consist of a new or re-manufactured functionally equivalent product of equal value, and
will be offered solely at our discretion. This warranty will not apply if the product is modified, misused,
tampered with, damaged by an act of God, or subjected to abnormal working conditions. The warranty does
not cover the bundled or licensed software of other vendors. Defects which do not significantly affect the
usability of the product will not be covered by the warranty. We reserve the right to revise the manual and
online documentation and to make changes from time to time in the contents hereof without obligation to
notify any person of such revision or changes.

Be a Registered Owner
@ \Web registration is preferred. You can register your Vigor router via http://www.DrayTek.com.
Firmware & Tools Updates

® Due to the continuous evolution of DrayTek technology, all routers will be regularly upgraded. Please consult
the DrayTek web site for more information on newest firmware, tools and documents.

http://www.DrayTek.com
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Part | Installation

This part will introduce Vigor router and guide to
install the device in hardware and software.

Installation







|-1 Introduction

This is a generic International version of the user guide. Specification,
compatibility and features vary by region. For specific user guides
suitable for your region or product, please contact local distributor.

Vigor2862 series is a VDSL2 router. It integrates IP layer QoS, NAT session/bandwidth
management to help users control works well with large bandwidth.

By adopting hardware-based VPN platform and hardware encryption of AES/DES/3DES, the
router increases the performance of VPN greatly, and offers several protocols (such as
IPsec/PPTP/L2TP) with VPN tunnels.

The object-based design used in SPI (Stateful Packet Inspection) firewall allows users to set
firewall policy with ease. CSM (Content Security Management) provides users control and
management in IM (Instant Messenger) and P2P (Peer to Peer) more efficiency than before. By
the way, DoS/DDoS prevention and URL/Web content filter strengthen the security outside
and control inside. Object-based firewall is flexible and allows your network be safe.

User Management implemented on your router firmware can allow you to prevent any
computer from accessing your Internet connection without a username or password. You can
also allocate time budgets to your employees within office network.

With the 4-port Gigabit switch on the LAN side provides extremely high speed connectivity for
the highest speed local data transfer of any server or local PCs. The tagged VLANs
(IEEE802.1Q) can mark data with a VLAN identifier. This identifier can be carried through an
onward Ethernet switch to specific ports. The specific VLAN clients can also pick up this
identifier as it is just passed to the LAN. You can set the priorities for LAN-side QoS. You can
assign each of VLANSs to each of the different IP subnets that the router may also be operating,
to provide even more isolation. The said functionality is tag-based Multi-subnet
(Multiple-Private LAN Subnets).

On the Wireless-equipped models (Vigor2862n/ac) each of the wireless SSIDs can also be
grouped within one of the VLANSs.

In addition, Vigor2862 series supports USB interface for connecting USB printer to share
printing function or 3G USB modem for network connection.

Vigor2862 series provides two-level management to simplify the configuration of network
connection. The user mode allows user accessing into WEB interface via simple configuration.
However, if users want to have advanced configurations, they can access into WEB interface
through admin mode.
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I-1-1 Indicators and Connectors

Before you use the Vigor router, please get acquainted with the LED indicators and
connectors first.

I-1-1-1 Vigor2862 / Vigor2862B / Vigor2862L

DrayTelk Yaose,
T —
s
ey HelK Vieerses .
B
@ el Vigor2862L
——
. - I=
LED Status Explanation
ACT (Activity) Off The router is powered off.
Blinking The router is powered on and running normally.
WAN2 On Internet connection is ready.
Off Internet connection is not ready.
Blinking The data is transmitting.
QoS On The QoS function is active.
Off The QoS function is inactive.
USB1~2 /7 USB On USB device is connected and ready for use.
Off No USB device is connected.
Blinking The data is transmitting.
DSL/DSL 1/2 On The router is ready to access Internet through DSL link.
Blinking Slowly: The DSL connection is ready.
Quickly: The DSL connection is establishing.
WCF On The Web Content Filter is active. (It is enabled from
Firewall >> General Setup).
Off WCF is disabled.
LTE On LTE device is connected and ready for use.
Off LTE device is not detected, or has serious problem
(e.g., no SIM card, SIM pin error, SIM deactivated, and
etc.).
Blinking Slowly: LTE device is in dialing up.
Quickly: The data is transmitting.
VPN On The VPN tunnel is active.
Off VPN services are disabled
Blinking Traffic is passing through VPN tunnel.
DMZ On The DMZ function is enabled.
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Off The DMZ function is disabled.
Blinking The data is transmitting.
LED on Connector
Left On The port is connected.
LAN LED Off The port is disconnected.
P1-P4 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
Left On The port is connected.
P5/ | LED Off The port is disconnected.
WAN2 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
raR IR Voezsez
e 1
L VLT T =
w888 - }
LAN® P1 w use
olr Vigor2862B
ey Welk Veerses
.;91 v;u%z E 1
GimAaAAR A
F;:.;:I;y L‘IS‘BI DS‘LZ D?Z - )
LANY» P1 Fs;w use
ol Vigor2862L
Lrary ek veorzsz
sy
mAAAR &
L =
E
B
PWR u OFF
Switch on Rear Side SETE (Available for Vigor2862L)
Interface Description

Factory Reset

Restore the default settings. Usage: Turn on the router (ACT LED is
blinking). Press the hole and keep for more than 5 seconds. When you
see the ACT LED begins to blink rapidly than usual, release the button.
Then the router will restart with the factory default configuration.

DSL / DSL 1/2

Connecter for accessing the Internet.

LAN P1~P4 Connecters for local network devices.

P5 / WAN2 Connecter for local network devices or modem for accessing Internet.

usB 1~2 Connecter for a USB device (for 3G/4G USB Modem or printer or
thermometer).

PWR Connecter for a power adapter.

ON/OFF Power Switch.
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I-1-1-2 Vigor2862n/Vigor2862ac/Vigor2862Bn/ Vigor2862Ln / Vigor2862Lac

0 00
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LTE DSL WCF
USB WLAN DMZ

——

Wireless LA () y O
ONIOFFIWPE  ACT waAN2 QoS
S
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Rray ek

?
»
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P5/WAN2

Vigor2862Bn

VDSL2 Bonding Security Firewall

DSL12 LAN® P1

Lray ek

A RARRE

P2 P3 P4

I
-

P51 WAN2 -

Vigor2862Ln

VDSL2 Security Firewall

n
Lray ek

LAN® P1

P2 P3 P4

-

P51 WAN2

use

Vigor2862Lac

VDSL2 Security Firewall

| —

sa:,,, vE osL wer - ﬁ
DSL LAN» P1 P2 P3 P4 P5 | WAN2 L
LED \ Status Explanation
ACT (Activity) Off The router is powered off.
Blinking The router is powered on and running normally.
WAN2 On Internet connection is ready.
Off Internet connection is not ready.
Blinking The data is transmitting.
QoS On The QoS function is active.
Off The QoS function is inactive.
USB On USB device is connected and ready for use.
Off No USB device is connected.
Blinking The data is transmitting.
DSL / DSL 172 On The router is ready to access Internet through DSL link.
Blinking Slowly: The DSL connection is ready.
Quickly: The DSL connection is establishing.
WCF On The Web Content Filter is active. (It is enabled from
Firewall >> General Setup).
Off WCEF is disabled.
LTE On LTE device is connected and ready for use.
Off LTE device is not detected, or has serious problem
(e.g., no SIM card, SIM pin error, SIM deactivated, and
etc.).
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Blinking Slowly: LTE device is in dialing up.
Quickly: The data is transmitting.

2.4G/5G/WLAN on 2.4G/5G: Wireless access point with bandwidth of
2.4GHz/5GHz is ready.
WLAN: Wireless access point is ready.

Off Wireless function is disabled.

It will blink slowly while wireless traffic goes through.

Blinking ACT and WLAN LEDs blink quickly and simultaneously
when WPS is working, and will return to normal
condition after two minutes. (You need to setup WPS
within 2 minutes.)

VPN On The VPN tunnel is active.
Off VPN services are disabled.
Blinking Traffic is passing through VPN tunnel.
DMz On The DMZ function is enabled.
Off The DMZ function is disabled.
Blinking The data is transmitting.
LED on Connector
Left On The port is connected.
LAN LED Off The port is disconnected.
P1-P4 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
Left On The port is connected.
P5/ | LED Off The port is disconnected.
WAN2 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
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Wireless LAN % b
ONIOFFWPS |2 .
[#] TE DSL wcF
Factory A
Reset

Lranr ek

DSL

Vigor2862Lac

VDSL2 Security Firewall

=

use

LAN® P1 ] P3 P4 P5/ WAN2

PWR Embedded
Switch on Rear Side HCUE (Available for Vigor2862Ln/Lac)
Interface Description
Wireless LAN For Vigor2862n/Vigor2862Bn :
ON/OFF/WPS ® Press the button and release it within 2 seconds. When the

wireless function is ready, the green LED will be on.

® Press the button and release it within 2 seconds to turn off the
WLAN function. When the wireless function is not ready, the
LED will be off.

For Vigor2862ac/Vigor2862Ln/Vigor2862Lac::

Wireless band will be switched /changed according to the button

pressed and released. For example,

® 2.4G (On) and 5G (On) - in default.

® 2.4G (Off) and 5G (On) - pressed and released the button once.

® 2.4G (On) and 5G (Off) - pressed and released the button
twice.

® 2.4G (Off) and 5G (Off) - pressed and released the button three
times.

When WPS function is enabled by web user interface, press this
button for more than 2 seconds to wait for client’s device making
network connection through WPS.

Factory Reset

Restore the default settings. Usage: Turn on the router (ACT LED
is blinking). Press the hole and keep for more than 5 seconds.
When you see the ACT LED begins to blink rapidly than usual,
release the button. Then the router will restart with the factory
default configuration.

USB 1~2

Connecter for a USB device (for 3G/4G USB Modem or printer or
thermometer).

DSL / DSL 1/2

Connecter for accessing the Internet.

LAN P1~P4 Connecters for local network devices.

P5 / WAN2 Connecter for local network devices or modem for accessing
Internet.

PWR Connecter for a power adapter.

ON/OFF Power Switch.
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I-1-1-3 Vigor2862Vac

@

wireless LN | 5

ON/OFFWPS | =

Factory
Reset

Lrahylelk

Vigor2862Vac

VDSL2 Security Firewall

LAN® P4

P2

‘RRRE R = RN

P3 P4 PS5 | WAN2 Phonet/2 Line

LED \ Status Explanation
ACT (Activity) Off The router is powered off.
Blinking The router is powered on and running normally.
USB On USB device is connected and ready for use.
Off No USB device is connected.
Blinking The data is transmitting.
WAN2 On Internet connection is ready.
Off Internet connection is not ready.
Blinking The data is transmitting.
DSL On The router is ready to access Internet through DSL link.
Blinking Slowly: The DSL connection is ready.
Quickly: The connection is training.
2.4G/5G On 2.4G/5G: Wireless access point with bandwidth of
2.4GHz/5GHz is ready.
WLAN: Wireless access point is ready.
Blinking It will blink slowly while wireless traffic goes through.
ACT and WLAN LEDs blink quickly and simultaneously
when WPS is working, and will return to normal
condition after two minutes. (You need to setup WPS
within 2 minutes.)
Line On A PSTN phone call comes (in and out). However, when
the phone call is disconnected, the LED will be off.
Off There is no PSTN phone call.
Phone 1/2 On The phone connected to this port is off-hook.
Off The phone connected to this port is on-hook.
Blinking A phone call comes.
LED on Connector
Left On The port is connected.
LAN LED Off The port is disconnected.
P1-P4 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
Left On The port is connected.
P5/ | LED Off The port is disconnected.
WAN2 Blinking The data is transmitting.
Right On The port is connected with 1000Mbps.
LED Off The port is connected with 10/100Mbps
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wiretoss Lan W5 () )
ONIOFFMIPS et wanz E’i
0 O O

® S8 DSL Phonet
Factory i Ci 0
Reset b4G  5G Phonez

Bl iahy Mel e

DsL

1@
P3 P4

use

LAN» P1 P2 P57 WAN2 Phone1/2 Line

Interface Description

Wireless LAN
ON/OFF/WPS

Wireless band will be switched /changed according to the button

pressed and released. For example,

® 2.4G (On) and 5G (On) - in default.

® 2.4G (Off) and 5G (On) - pressed and released the button once.

® 2.4G (On) and 5G (Off) - pressed and released the button
twice.

@ 2.4G (Off) and 5G (Off) - pressed and released the button three
times.

When WPS function is enabled by web user interface, press this
button for more than 2 seconds to wait for client’s device making
network connection through WPS.

Factory Reset

Restore the default settings. Usage: Turn on the router (ACT LED
is blinking). Press the hole and keep for more than 5 seconds.
When you see the ACT LED begins to blink rapidly than usual,
release the button. Then the router will restart with the factory
default configuration.

DSL Connecter for accessing the Internet.

LAN P1~P4 Connecters for local network devices.

P5 / WAN2 Connecter for local network devices or modem for accessing
Internet.

uUsB 1~2 Connecter for a USB device (for 3G/4G USB Modem or printer or
thermometer).

Phone 1/2 Connecter for analog phone(s).

Line Connector for PSTN life line.

PWR Connecter for a power adapter.

ON/OFF Power Switch.
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I-1-2 Notes for Antenna Installation (for “L” model)

Magnetic antenna must be installed on the extension base before connecting to Vigor router.

i i

ST
ST

/7 Extension Base

There are two mounting holes for installing antennas with extension base on Vigor router.

Please install them as shown below.

Major Signal
Transmitted Hole

SIM Card
Slot

Extension Base

Note, if only one antenna shall be installed, please use the mounting hole (major signal

transmitted hole) near to the SIM card slot.
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While installing the SIM card into the card slot, note that back plate of the SIM card slot must
be removed first and the direction of card notch must be on the left side.

There are two types of antennas provided for Vigor2862Ln/Vigor2862Lac, which must be
installed in different locations carefully and correctly. Wrong installation might cause bad

signal of wireless connection. Therefore, pay attention to the installation of antennas by
referring to the following illustration.

SMA jack for LTE Antenna (with
extension base)

SMA jack for WLAN
Antenna
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|-2 Hardware Installation

I-2-1 Installing Vigor Router

Before starting to configure the router, you have to connect your devices correctly.

1.

Connect the DSL interface to the land line jack with a DSL line cable.

Connect the cable Modem/DSL Modem/Media Converter to the WAN port of router with
Ethernet cable (RJ-45).

Connect one end of an Ethernet cable (RJ-45) to one of the LAN ports of the router and
the other end of the cable (RJ-45) into the Ethernet port on your computer.

Connect one end of the power adapter to the router’s power port on the rear panel, and
the other side into a wall outlet.

Power on the device by pressing down the power switch on the rear panel.

The system starts to initiate. After completing the system test, the ACT LED will light up
and start blinking.

(For the hardware connection, we take “ac” model as an example.)

Power Adapter

LS \C)

Wirsless LAN

L
Factary
wsat

UsE

246G 56 OMZ

e 2 S O
SN T 1.1
ey G O O
DsL LAN® M1 P2 PS P

o
Land line jack (POTS)
@ DSL Line @

Cable/DSL Modem
or Media Converter

—

P 5T Vigor2862
DY ncon Al QM S sean

5/ WAN2

®

®

. -
PWR OFF

Power Switch

LAN
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I-2-2 Wall-Mounted Installation

Vigor router has keyhole type mounting slots on the underside.

1. A template is provided on the Vigor router packaging box to enable you to space the
screws correctly on the wall.

2.  Place the template on the wall and drill the holes according to the recommended
instruction.

3.  Fit screws into the wall using the appropriate type of wall plug.

WALL

1)

Info The recommended drill diameter shall be 6.5mm (1/4”).

4.  When you finished about procedure, the router has been mounted on the wall firmly.
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I-2-3 Installing USB Printer to Vigor Router

You can install a printer onto the router for sharing printing. All the PCs connected this router
can print documents via the router. The example provided here is made based on Windows 7.
For other Windows system, please visit www.DrayTek.com.

Printer Name:192.168.1.1
PortName:|IP_192.168.1.1

Router (192.168.1.1)

Before using it, please follow the steps below to configure settings for connected computers
(or wireless clients).

1. Connect the printer with the router through USB/parallel port.

2. Open All Programs>>Getting Started>>Devices and Printers.

— :
— = Emart WPM Client
Cornputer

J[ Getting Started r
] Contral Panel

% Privatefirewall 7.0
Dewices and Printers

! Connectto a Projector
] L Default Pragrams
g

it Calculator Help and Support

Windous Security

L ff | »
* Al Pragrarns L|

3. Click Add a printer.

Devices and Printers

e

';\ § LY jJ @ » Cantral Panel = Hardware and Sound = Dewvices and Printe

Sdd a device | Add a printer

a Devices (D
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4.

A dialog will appear. Click Add a local printer and click Next.

= Bdd Printer E

( ) s Add Printer

Wehat type of printer do ywou want to install?

<% Add a local printer

Use this option only if you don't have a USE printer, (Windows autoratically installs USE printers
wehen you plug them in.)

=% Add a network, wireless or Bluetooth printer

Make sure that your computer is connected to the network, or that your Bluetooth or wireless
printer is turned on,

| Cancel |

In this dialog, choose Create a new port. In the field of Type of port, use the drop down
list to select Standard TCP/IP Port. Then, click Next.

i Add Printer x|
@ = Add Printer
Choose a printer port

A printer portis a type of connection that allows your cormputer to exchange information with a printer,

™ Use an existing port: ]LPTl: (Printer Port) _]

v

=

Type of port:

Mext Cancel
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6. In the following dialog, type 192.168.1.1 (router’s LAN IP) in the field of Hostname or
IP Address and type 192.168.1.1 as the Port name. Then, click Next.

i Add Printer x|

@ = Add Printer

Type a printer hostname or IP address

Device type: ]TCP;’IP Device ‘_]
Hastname or IP address: 1192.168.1.1
Port name: |102.168.1.1

[~ Query the printer and automatically select the driver to use

Mext Cancel

7. Click Standard and choose Generic Network Card.

o Addd Printer x|

@ i Add Printer

Additional port information required

The device is not found on the network, Be sure that:

. The device is turned on,

. The network is connected,

. The device is praperly configured,

. The address on the prewious page is correct,

o

If you think the address is not correct, click Back to return to the previous page, Then correct the
address and perform another search on the network, If you are sure the address is correct, select the
device type belows,

Device Type -

(+ Standard

" Custom tt

Mext Cancel
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8.

Now, your system will ask you to choose right name of the printer that you installed onto
the router. Such step can make correct driver loaded onto your PC. When you finish the

selection, click Next.

= Add Printer El

@ e Add Printer

Install the printer driver

; Choose your printer frarn the list. Click Windows Update to see rmore models.

To install the driver from an installation CD, click Hawve Disk,

'.‘ , - n.' " . H
Frother IH E§lBrother DCP-116C |

Canon nlBrother DCP-117C

DrrayTek Sl Brother DCP-128C

Epson ol Brother DCP-129C

Fuii Xerox j (=] Brather DCP-130C j

5] This driver is digitally signed. Windows Update | Have Disk... |

Tell rre why driver signing is impaortant

Type a name for the chosen printer. Click Next.

2 Add Printer x|

-
0 d= Add Printer

Type a printer name

Printer narne:

This printer will be installed with the Brother DCP-116C driver,

Mext Cancel
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10. Choose Do not share this printer and click Next.

=+ Add Printer

& ) sy Add Printer

Printer Sharing

If you wwant to share this printer, you must provide a share name, You can use the suggested narme or

fype a new one, The share name will be visible to other network users,

' Do not share this printer

™ Share this printer so that others on your network can find and use it

11. Then, in the following dialog, click Finish.

= Add Printer

() & AddPrinter

You've successfully added Brother DCP-116C

I Set as the default printer

Cancel

To check if your printer is warking properly, or to see troubleshooting information for the printer, print a

test page.

Print a test page

Vigor2862 Series User’s Guide
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12. The new printer has been added and displayed under Printers and Faxes. Click the new
printer icon and click Printer server properties.

OO % ~ Control Panel + Hardware and Sound « Devices and Printers +
Add adevice  Add a printer  Seewhat's printing | Print server properties | Refinove device

« Devices (3 T PSP for this printl
[server. I

Generic Non-PnP  WMware Vitwal  WINTPRO-SVR

Monitor disk SCEI Disk
Device

« Printers and Faxes ()

GF_Printer Adm_Printer

Microsoft XPS
Docurment Writer

13. Edit the property of the new printer you have added by clicking Configure Port.

CEF Properties REMOvE device

Forms ~ Perts |Dli\-'ers| Securit_l,ll Advanced

a WMYIMTPRO- SR,

Ports on this server

Part Description Printer I;I
Ts002 Inactive TS Part

=il TI00L Inactive TS Part
TP ThinPrint Print Port fo..

172.16.2.2... Standard TCR/IP Port af
LPR_local., Standard TCP/IP Part Adm_Printer
el Bl it L C e
ndard TCP/IP Port Brother
FasPaort: acal Ho ICrasa acument Wrter |

Add Port.., Delete Port Configure Port... | ]

ak I Cancel Apply
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14. Select "LPR" on Protocol, type p1l (number 1) as Queue Name. Then click OK. Next
please refer to the red rectangle for choosing the correct protocol and LPR name.

WEF BrOperties FEIMOWE LEWICE

| % Print Server Properties ﬂ

Forms Ports | Dirivers | Security | Advanced |
Configure Standard TCP/IP Port Maonitor ﬁ

Port Settings |

Port Marme: |192.168.1.1

| Printer Mame or [P Address: |192.168.1.1

Protocol

™ Raw f« LPR

Y Raww Settings

|9100

LPR Settings
Queue Mame: |p1|

[ LPR Byte Counting Enabled

[~ SMMP Status Enabled

|pub|ic

|1

QK | Cancel

The printer can be used for printing now. Most of the printers with different manufacturers

are compatible with vigor router.

1)

Info Some printers with the fax/scanning or other additional functions are not
supported.

Vigor router supports printing request from computers via LAN ports but not

WAN port.

Vigor2862 Series User’s Guide
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I-3 Accessing Web Page

1. Make sure your PC connects to the router correctly.

You may either simply set up your computer to get IP dynamically from the router or set
up the IP address of the computer to be the same subnet as the default IP address of
Vigor router 192.168.1.1. For the detailed information, please refer to the later
section - Trouble Shooting of the guide.

2.  Open a web browser on your PC and type http://192.168.1.1. The following window
will be open to ask for username and password.

DrayTek Vigor2862 series

Username admin

Password sesnn

Login

Copyright @ 2000- 2016 DrayTek Corp. all Rights Reserved.

3. Please type “admin/admin” as the Username/Password and click Login.

Info If you fail to access to the web configuration, please go to “Trouble Shooting” for
detecting and solving your problem.
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4.  Now, the Main Screen will appear. Take Vigor2862Lac as an example.

DrayTek Vigor2862 series AEMODCE
jor I igg | Dashboard [

D s e %,.z, ,z, Loy leRk Yasresste |

i s MARAAT A

Hengot Wt Puetal e aae - T R R T o

Innd-l Hame Vigor2esILac Systam Up Time [0:14:38
DrayTek “Curtant Time T

“Sat Jan 01 2000 00:14:30
Fitmwars vession |3.9.1.1_8T0 Duild Cate/Tima | Aug 19 3019 32:36:38
DSL Warsien | 778007 _AMWE Hw: A | uAr MAS Addrass | 90-10-A4-60-D1-18 ] =

Quick Access
( Eralgm Siply

00-10- 118
00-10-A&-E0-DL-1C o0

Product Aegisteation
Service Status

1 wn Stream : OKbps / Up Stream : OKbps
0 JWRNL  JWANT  LTH WA
i 0, gemi  geertd  gPord  geond

Al itights eerend.

| Broemic (45
| IRg62
|UseiMenepement |
| MEeCliock |
[Sshedule |
| Buslog Mol e |
[apae
| GADMS |
| elceseail Objest Saging |
| Batp Flow Montpr |

,  gUSH

1)

Info The home page will be different slightly in accordance with the type of the
router you have.

5. The web page can be logged out according to the chosen condition. The default setting
is Auto Logout, which means the web configuration system will logout after 5 minutes
without any operation. Change the setting for your necessity.

Vigor2862 Series User’s Guide 21



I-4 Changing Password

Please change the password for the original security of the router.

1. Open a web browser on your PC and type http://192.168.1.1. A pop-up window will

open to ask for username and password.

2. Please type “admin/admin” as Username/Password for accessing into the web user

22

interface with admin mode.

3. Go to System Maintenance page and choose Administrator Password.
System Maintenance >> Administrator Password Setup
Administrator Password
Old Password Max: 83 characters
New Password Max. 83 characters
Confirm Password Max. 83 characters
Enable 'admin' account login to Web UI from the Internet
Use only advanced authentication method for Admin "WAM" login
Mobile one-Time Passwords{mOTP)
PIN Code [7** [=T=Tol {=1 Ol S
2-Step Authentication
Send Auth code via
SMS Profile 1-7?2 v Recipient Number
Mail Profile 1-977 v Mail Address
Note:
Password can containonly a-z A-Z0-9,; : . "< >+ =|?2@# ~ ! ()
Administrator Local User
Enable Local User
Use only advanced authentication method for Admin "WaR" login
4.  Enter the login password (the default is “admin’) on the field of Old Password. Type

New Password and Confirm Password. Then click OK to continue.
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5.  Now, the password has been changed. Next time, use the new password to access the
Web user interface for this router.

DrayTek /igor2862 series

Username |admin |

Password  |sseee |

Login

Copyright @ 2000- 2016 DrayTek Corp. &ll Rights Reserved.

Info Even the password is changed, the Username for logging onto the web user interface
is still “admin”.
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|-5 Dashboard

Dashboard shows the connection status including System Information, IPv4 Internet Access,
IPv6 Internet Access, Interface (physical connection), Security and Quick Access.

Click Dashboard from the main menu on the left side of the main page.

Auto Logout s m

Dashboard

wizaras

A web page with default selections will be displayed on the screen. Refer to the following
figure:

Dashboard m

. ;—wr—\- /—’Ié{k Vigor2862Lac
@ ACT WAN2 QoS L} ﬂf VDSL2 Seeurity Firewall
BORERS ﬁ-, :_l._' ﬁ = —— e —— — = —
i MARAT (W
- e ® : e |
Reset use 246G 5G DSL LANF P1 P2 P3 P4 P51 WANZ use
Model Name Vigor2862Lac System Up Time | 1:04:58 Status
Router Name DrayTek Current Time Sat Jan 01 2000 01:04:53 LTE access mode[None]
Firmware Version |3.9.1.1_STD Build Date/Time Aug 15 2019 12:26:25 Access Tech
DSL Version 772801 HW: A LAN MAC Address | 00-1D-AA-6D-D1-18 —
Band
IP Address DHCP IP Address DHCP Operator
LAN1 192.168.1.1/24 v LAN2 192.168.2.1/24 v -
LANZ 192.168.3.1/24 v LANS 192.168.4.1/24 v Signal
LANS 192.168.5.1/24 v LANG 192.168.6.1/24 Vi RSSI: ---
LANT 192,168.7.1/24 v LANS 192.168.8.1/24 v New SMS
DMZ PORT 102,168.254.1/24 | v IP Routed Subnet 192.168.0.1/24 v -—-
Line / Mode IP Address MAC Address Up Time System Status
WAN1 ADSL / PPPoA Disconnected 00-1D-AA-60-D1-19  [00:00:00 Dynamic DNS
| WAN2 |ethernet / DHCP Client | Disconnected 00-1D-AA-6D-D1-14  [00:00:00 TR-069
LTE use / --- Disconnected 00-1D-AA-50-D1-18  |00:00:00 User Management
WAN4 |UsB /- Disconnected 00-1D-AA-6D-D1-1C__ |00:00:00 IM/P2P Block
Schedule
DSL Connected : Down Stream : OKbps / Up Stream : 0Kbps LDAP
P Tem e TR = o 1 "RADIUS
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I-5-1 Virtual Panel

On the top of the Dashboard, a virtual panel (simulating the physical panel of the router)
displays the physical interface connection. It will be refreshed every five seconds. When you
move and click the mouse cursor on LEDs (except ACT), USB ports, VDSL/ADSL, WAN2, or
LAN1 - LANG, related web setting page will be open for you to configure if required.

Dashboard

& @ @ [ 7]  Vigor2862lac
@ ACT WAN2 QoS ' el MWW VDSL2 Security Firewall

Khee @ @ @ e
1.1 1=

LA B

Resst USB 24G 5G e 51 pz b N

DSL

B =

P5 | WANZ paan

Port Color Description
uUSB Black No USB device is connected.
Green A USB device is connected.
VDSL/ADSL Black No VDSL/ADSL connection.
Green ADSL connection is ready.
Orange VDSL connection is ready.
WAN2(Giga) | Black WAN2 port is disconnected.
Green WAN2 port is connected at 1 Gbps.
Orange WAN2 port is connected at 10/100 Mbps.
LAN Black LAN port is disconnected.
1-4 Green LAN port is connected at 1 Gbps.
Orange LAN port is connected at 10/100 Mbps.

For detailed information about the LED display, refer to I-1-1 LED Indicators and
Connectors.
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I-5-2 Name with a Link

A name with a link (e.g., Router Name, Current Time, WAN1~4 and etc.) below means you can
click it to open the configuration page for modification.

System Information

FTOUE! TTarme Vigor2862Lac e 114:35
Router Name DrayTek Current Time Sat Jan 01 2000 00:14:30
FrrTrare version | 2.9.1.1_STD Build Date/Time ug 19 2019 12:26:25
DSL Version 776D07_A/B/C HW: A LAM MAC Address |00-1D-AA-6D-D1-18
IPv4 LAN Information
IP Address DHCP IP Address DHCP
(" LAN1 ) 192.168.1.1/24 W LANZ 192.168.2.1/24 W
LAMNZ 192.168.3.1/24 W LAN4 192.168.4.1/24 W
LAMNS 192.168.5.1/24 v LAMG 192.168.6.1/24 v
LAMNT 192.168.7.1/24 v LAMES 192.168.8.1/24 v
DMZ POR] 192.168.254.1/24 |v IP Routed Subnet 192.168.0.1/24 v
IPv4 Internet Access
7 Line / Mode IP Address MAC Address Up Time
WAN1 ADSL / PPPoA Disconnected 00-1D-AA-6D-D1-18 00:00:00
WAN2 || Ethernet / DHCP Client | Disconnected 00-1D-AA-6D-D1-1A  |00:00:00
LTE use / --- Disconnected 00-1D-44-8D-D1-1B 00:00:00
WAN4 Use / --- Disconnected 00-1D-AA-8D-D1-1C  |00:00:00
D5SL Connected : Down Stream : OKbps / Up Stream : 0Kbps
WAN Connected : 0, WAN1 WANZ . LTE L WANS
] LAN Connected : 0, JPortl Port2 _Port3 @Port4
_J WLAN Connected : 0
] WLANSG| Connected : O
USE Connected : 0, USB
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I-5-3 Quick Access for Common Used Menu

All the menu items can be accessed and arranged orderly on the left side of the main page for
your request. However, some important and common used menu items which can be

accessed in a quick way just for convenience.

Look at the right side of the Dashboard. You will find a group of common used functions

grouped under Quick Access.

System Status
Dynamic DNS
TR-0G9

User Management
IA/P2P Block
Schedule

SysLog / Mail Alert
LDAP

RADIUS

Firewall Object Setting
Data Flow Monitor

The function links of System Status, Dynamic DDNS, TR-069, User Management, IM/P2P Block,
Schedule, Syslog/Mail Alert, LDAP, RADIUS, Firewall Object Setting and Data Flow Monitor are
displayed here. Move your mouse cursor on any one of the links and click on it. The

corresponding setting page will be open immediately.

In addition, quick access for VPN security settings such as Remote Dial-in User and LAN to
LAN are located on the bottom of this page. Scroll down the page to find them and use them

if required.
IPv4 Internet Access x
Line / Mode IP Address MAC Address Up Time
WAN1 ADSL / PPPOA Disconnected 00-1D-AA-6D-D1-19 00:00:00
WAN2Z Ethernet / DHCP Client | Disconnected 00-1D-4A-6D-D1-14  [00:00:00
LTE UsB / --- Disconnected 00-1D-44-8D-D1-1B 00:00:00
AN USE / — Disconnected 00-1D-AA-6D-D1-1C 00:00:00

DSL Connected : Down Stream : 0Kbps / Up Stream : 0Kbps
WAN Connected : 0, WAN1 WANZ LTE WANS
3 LAN Connected : 0, Portl Port2 Port2 @Port4
3 WLAN Connected : 0
73 WLANSG| Connacted : 0
W T3 Connected : 0, UsB

Connected : 0
Activate : 0

Remote Dial-in User / LAN to LA

= Attack Detected :

1%

53%
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Note that there is a plus ( 3 ) icon located on the left side of VPN/LAN. Click it to review the
VPN connection(s) used presently.

DSL Connected : Down Stream : OKbps / Up Stream : 0Kbps
WAN Connected : 0, WANL WANZ2 LTE WAN4
Llaan Connected : 0, Portl Port2 Port3 grorts |
4 WLAN Connected : 0
J WLANSG| Connected : 0
use Connected : 0, Use

Host connected physically to the router via LAN port(s) will be displayed with green circles in
the field of Connected.

All of the hosts (including wireless clients) displayed with Host ID, IP Address and MAC address
indicates that the traffic would be transmitted through LAN port(s) and then the WAN port.

The purpose is to perform the traffic monitor of the host(s).

I-5-4 GUI Map

All the functions the router supports are listed with table clearly in this page. Users can click
the function link to access into the setting page of the function for detailed configuration.

Click the icon on the top of the main screen to display all the functions.

GUI Map

Dashboard
Wizards

Online Status

WAN

LAN

Hotspot Web Portal

Routing

NAT

28

CQuick Start Wizard
Service Activation Wizard

WEM Client Wizard
WP Server Yizard
Wyireless Wizard

Physical Connection
Wirtual YA

General Setup
|nternet Access

Pdulti- P CALAN
WAN Budget

General Setup
WLAN

Bind IP to MAC
LAM Port Mirror
Wyired 802 1%

Profile Setup
LIsers Inforrnation

Static Route

Load-Balance/Route Policy

BGP

Port Redirection
DiZ Host
Open Ports
Part Triggeting
ALG

Certificate Management

LTE

Wireless LAN{Z.4GHz)

Wireless LAN(BGHz)

Local Cerificate
Trusted CA Certificate

Cerificate Backup

General Settings
Sh3 Inbox

Send SMS
FRouter Cormrmands
Status

General Setup

Security
Access Control

WYPS

WOS

Advanced Setting
Station Control
Bandwidth Management
AP Discovery

Airtime Fairness

Band Steering

Roaming
Station List

General Setup

Security
Access Contral

WYPS

WOS

Advanced Setting
Station Control
Bandwidth Management
AP Discovery
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I-5-5 Web Console

w = N

=i

0 &

Web Console

It is not necessary to use the telnet command via DOS prompt. The changes made by using
web console have the same effects as modified through web user interface. The
functions/settings modified under Web Console also can be reviewed on the web user

interface.

Click the Web Console icon on the top of the main screen to open the following screen.

® F£Z | 192.168.1.1/doc/co

Type ? for command help

> 2

% Valid commands are:

adsl
internet
tacacsplus
ppa

SrV

usb
hsportal
user

ha
> 1
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vdsl
ip
mngt
prn
switch
vigbrg
wl
appgos
SWm

nsole.htm

csm
ipk
msubnet
gos

VL
fullbrg
wl dual
nand

ddns

ipf
object
quit
testmail
vlan
radius
apm

fw backupmode service

des

log

port

zhow

fs

vpn

local 8021x

sfp

exit
ldap

portmapti:

smb
upnp
WAL
wol
ethoam
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I-5-6 Config Backup

O A R S

Config Backup

There is one way to store current used settings quickly by clicking the Config Backup icon. It
allows you to backup current settings as a file. Such configuration file can be restored by
using System Maintenance>>Configuration Backup.

I-5-7 Manual

AEMWME OO

[ Manual Download ]

lick this icon to open online user’s guide of Vigor router. This document offers detailed
information for the settings on web user interface.

I-5-8 Logout

A EME I >

Click this icon to exit the web user interface.
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I-5-9 Online Status

Connection
AN

I-5-9-1 Physical Connection

Such page displays the physical connection status such as LAN connection status, WAN

connection status, ADSL information, and so on.

Physical Connection for IPv4 Protocol

Online Status

Physical Connection

System Uptime: Oday 0:9:21

1Pv4 IPvi
LAN Status
IP Address TX Packets RX Packets E;';‘f’ Primary E;';‘f’ Secondary
192.168.1.1 1,554 1,092 8.8.8.8 8.8.4.4
WAN 1 Status == Dial PPPoE
Enable Line Name Mode Up Time
Yes WDSL2 FPFPoOE oo 00:a0
P GW IP TX Bytes TX Rate(bps) RX Bytes RX Rate(bps)
- --= 0 (e u] 0 (e u]
WAN 2 Status => Renew
Enable Line Name Mode Up Time
Yes Ethernet DHCP Client 0o0:00:00
IP GW IP TX Bytes TX Rate(bps) RX Bytes RX Rate(bps)
- --= 0 (e u] 0 (e u]
WAN 3 Status
Enable Line Name Mode Up Time Signal
Yes LSE - oo 00:a0 -
P GW IP TX Bytes TX Rate(bps) RX Bytes RX Rate(bps)
- --= 0 (e u] 0 (e u]
WAN 4 Status
Enable Line Name Mode Up Time Signal
Yes LJSB --= 0o:00:00 -
P GW IP TX Bytes TX Rate(bps) RX Bytes RX Rate(bps)
--- --- 0 0 0 0
Line 1 Information (YDSL2 Firmware Yersion: 776007_a/B/C )
Profile State UP Speed Down Speed SHR Upstream SNR Downstream
TRAINING 0 (Kbps) 0 (Khps) 0 (dey 0 (de)
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Physical Connection for IPv6 Protocol

Physical Connection

System Uptime: Oday 20:58:19

IPvd IPvi

LAN Status

IP Address

FESO::210nAMFFFEF7:COFD/E4 (Link)

TX Packets RX Packets TX Bytes RX Bytes

332 ] 25,904 ]
WAN1 IPvE Status

Enahle Mode Up Time

Mo Offline -

P Gateway IP
WAN2 IPvE Status

Enahle Mode Up Time

Mo Offline -

P Gateway IP
WAN3 IPvE Status

Enahle Mode Up Time

Mo Offline -

P Gateway IP
WANA IPvE Status

Enahle Mode Up Time

Mo Offline -

P Gateway IP

Detailed explanation (for IPv4) is shown below:

Item

Description

LAN Status

Primary DNS-Displays the primary DNS server address for
WAN interface.

Secondary DNS -Displays the secondary DNS server address
for WAN interface.

IP Address-Displays the IP address of the LAN interface.

TX Packets-Displays the total transmitted packets at the
LAN interface.

RX Packets-Displays the total received packets at the LAN
interface.

WAN1/WAN2/WAN3

/WAN4 Status

Enable - Yes in red means such interface is available but
not enabled. Yes in green means such interface is enabled.

Line - Displays the physical connection (VDSL, ADSL,
Ethernet, or USB) of this interface.

Name - Display the name of the router.

Mode - Displays the type of WAN connection (e.g., PPPOE).
Up Time - Displays the total uptime of the interface.

IP - Displays the IP address of the WAN interface.

GW IP - Displays the IP address of the default gateway.

TX Packets - Displays the total transmitted packets at the
WAN interface.

TX Rate - Displays the speed of transmitted octets at the
WAN interface.

RX Packets - Displays the total number of received packets
at the WAN interface.

RX Rate - Displays the speed of received octets at the WAN
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Item

Description

interface.

Detailed explanation (for IPv6) is shown below:

Item

Description

LAN Status

IP Address- Displays the IPv6 address of the LAN interface..

TX Packets-Displays the total transmitted packets at the LAN
interface.

RX Packets-Displays the total received packets at the LAN
interface.

TX Bytes - Displays the speed of transmitted octets at the
LAN interface.

RX Bytes - Displays the speed of received octets at the LAN
interface.

WAN IPv6 Status

Enable - No in red means such interface is available but not
enabled. Yes in green means such interface is enabled. No in
red means such interface is not available.

Mode - Displays the type of WAN connection (e.g., TSPC).
Up Time - Displays the total uptime of the interface.

IP - Displays the IP address of the WAN interface.

Gateway IP - Displays the IP address of the default gateway.

Info The words in green mean that the WAN connection of that interface is ready for
accessing Internet; the words in red mean that the WAN connection of that interface
is not ready for accessing Internet.

[-5-9-2 Virtual WAN

Such page displays the virtual WAN connection information.

Virtual WAN are used by TR-069 management, VolIP service and so on.

The field of Application will list the purpose of such WAN connection.
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I-6 Quick Start Wizard

Quick Start Wizard can help you to deploy and use the router easily and quickly.

Go to Wizards>>Quick Start Wizard. The first screen of Quick Start Wizard is entering login
password. After typing the password, please click Next.

Quick Start Wizard

Enter login password

Please enter an alpha-numeric string as yvour Password.

Old Passwaord
Mew Passwoard
Confirm Password

Hint: If you want to keep the password unchanged, leave the password blank and press
"Mext" button to skip this process.

On the next page as shown below, please select the WAN interface that you use. If DSL
interface is used, please choose WAN1; if Ethernet interface is used, please choose WAN2; if
3G USB modem is used, please choose WAN3 or WAN4. Then click Next for next step.

Quick Start Wizard
WAN Interface
WAN Interface: WUANT
Display Mame:
Physical Mode: ADSL S wWDsL2
Physical Type:
WLAM Tag insertion (ADSL): Disable
WLAM Tag insertion {YDSL2): Enable
Tag walue ul (0~4095)
Pricrity 0 (07

(=Back | [ Ned- ]

WAN1, WAN2, WAN3 / LTE and WAN4 will bring up different configuration page. Refer to the
following for detailed information.
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I-6-1 For WAN1 (ADSL/VDSL2)

WANL1 is specified for ADSL or VDSL2 connection.

Quick Start Wizard
WAN Interface
WAN Interface: WWART w
Display Mame:
Physical Mode: ADSL fWDSLE
Physical Type:
WLAM Tag insertion (ADSL): Disahle
WLAM Tag insertion (YDSL2): Enable =
Tag value ] (0~4095)
Priority ] 0~7)

((=Back | [ Met- |
Available settings are explained as follows:
Item Description
Display Name Type a name to identify such WAN.
VLAN Tag insertion The settings configured in this field are available for WAN1
(VDSL2)/(ADSL) and WAN2.

Enable - Enable the function of VLAN with tag.

The router will add specific VLAN number to all packets on
the WAN while sending them out.

Please type the tag value and specify the priority for the
packets sending by WAN1.

Disable - Disable the function of VLAN with tag.

Tag value - Type the value as the VLAN ID number. The range
is from O to 4095.

Priority - Type the packet priority number for such VLAN.
The range is from 0 to 7.

You have to select the appropriate Internet access type according to the information from
your ISP. For example, you should select PPPoE mode if the ISP provides you PPPOE interface.
In addition, the field of For ADSL Only will be available only when ADSL is detected. Then

click Next for next step.
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PPPOE/PPPOA

1. Choose WANL1 as WAN Interface and click the Next button; you will get the following
page.

Quick Start Wizard

Connect to Internet

VAN 1

Protocol FFFoE i FFPoA ha

For ADSL Onhy:

Encapsulation FPPOE LLC/SMAP

WP a Auto detect

T 35

Fixed IP Oves @ MNotDynamic IP)

IP Address

Subnet Mask

Default Gateway

Primary DNS 9.8.8.8

Second DME 5.8.4.4

([ =Back ] [ Med> ]
Available settings are explained as follows:
Item Description
Protocol There are two modes offered for you to choose for WAN1
interface.
FFFPoE f PPPoA v

BPPE PRPen
MPoA S Static or Dynamic IP

Choose PPPoE/PPPOA as the protocol.

For ADSL Only Such field is provided for ADSL only. You have to choose
encapsulation and type the values for VPI and VCI. Or, click
Auto detect to find out the best values.

FFFPoE LLC/SNAR »

PPPOE LLC/SHAP
PPPoE %0C MUK
PPPo& LLC/SHAP
PPPo& WE MUK

Fixed IP Click Yes to enable Fixed IP feature.

IP Address Type the IP address if Fixed IP is enabled.

Subnet Mask Type the subnet mask.

Default Gateway Type the IP address as the default gateway.

Primary DNS Type in the primary IP address for the router.
Secondary DNS Type in secondary IP address for necessity in the future.
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Back

Click it to return to previous setting page.

Next

Click it to get into the next setting page.

Cancel

Click it to give up the quick start wizard.

2. After finished the above settings, simply click Next. Manually enter the
Username/Password provided by your ISP

Quick Start Wizard

Set PPPoE / PPPoA

WAN 1

Service Mame (Optional) CHT

Username 34005755 @hinet.net
Password e

Confirm Password

((=Back | [ Mext= |

Available settings are explained as follows:

Item

Description

Service Name
(Optional)

Enter the description of the specific network service.

Username

Assign a specific valid user name provided by the ISP.

Note: The maximum length of the user name you can set is
63 characters.

Password

Assign a valid password provided by the ISP.

Note: The maximum length of the password you can set is 62
characters.

Confirm Password

Retype the password.

Back

Click it to return to previous setting page.

Next

Click it to get into the next setting page.

Cancel

Click it to give up the quick start wizard.
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After finished the above settings, click Next for viewing summary of such connection.

Quick Start Wizard

Please confirm your settings:

WAN Interface:
Physical Mode:
VPI:
VCI:

Fixed IP:
Primary DNS:
Secondary DNS:

Protocol / Encapsulation:

WAN1

ADSL / VDSL2
0

33

PPPoE / LLC
No

8.8.8.8
8.8.4.4

<Back | | Next> | Finish Cancel

Click Finish. A page of Quick Start Wizard Setup OK!!! will appear. Then, the system
status of this protocol will be shown.

Cluick Start Wizard Setup OK!

Now, you can enjoy surfing on the Internet.

Vigor2862 Series User’s Guide



MPoA / Static or Dynamic IP

1. Choose WANL1 as WAN Interface and click the Next button; you will get the following

page.
Quick Start Wizard
Connect to Internet

VVAN 1
Protocol

MPoA, / Static or Dynamic IP (v

For ADSL Only:
Encapsulation

WPI

VI

1483 Bridged IP LLC A

;

98

Fixed IP
IP Address
Subnet Mask

Default Gateway

®ves O No(Dynamic IP)

Primary DMS
Second DNS
[ < Back ] [ Mext =
Available settings are explained as follows:
Iltem Description
Protocol There are two modes offered for you to choose for WAN1

interface.

MFos f Static or Dynamic [P+

[PPPGE / PPPoA

Choose MPoA / Static or Dynamic IP as the protocol.

For ADSL Only

Such field is provided for ADSL only. You have to choose
encapsulation and type the values for VPI and VCI. Or, click
Auto detect to find out the best values.

1483 Bridged [P LLC hd

Nl L i—_
1483 Routed IP LLC
1483 Bridged IP VC-Musx

1483 Routed 1P YC-Mux (IPoA)
1483 Bridged IP (IPaE)

T 7%es O RofDvhamic TP

Fixed IP

Click Yes to enable Fixed IP feature.

IP Address

Type the IP address if Fixed IP is enabled.

Subnet Mask

Type the subnet mask.

Default Gateway

Type the IP address as the default gateway.

Primary DNS

Type in the primary IP address for the router.
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3.

4.

Secondary DNS

Type in secondary IP address for necessity in the future.

Back Click it to return to previous setting page.
Next Click it to get into the next setting page.
Cancel Click it to give up the quick start wizard.

Please type in the IP address/mask/gateway information originally provided by your ISP.
Then click Next for viewing summary of such connection.

Quick Start Wizard

Please confirm your settings:

WAN Interface:
Physical Mode:
VPI:
VCI:

Fixed IP:
Primary DNS:
Secondary DNS:

Protocol / Encapsulation:

WAN1

ADSL / VDSL2
0

33

1483 Bridge LLC
No

8.8.8.8

8.8.4.4

< Back lext > Finish Cancel

Click Finish. A page of Quick Start Wizard Setup OK!!! will appear. Then, the system
status of this protocol will be shown.

Cluick Start Wizard Setup OK!

Now, you can enjoy surfing on the Internet.
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I-6-2 For WAN2 (Ethernet)/(Wireless 2.4G)

WAN2 can be configured for physical mode of Ethernet or Wireless 2.4G. If you choose
Ethernet WAN2, please specify a physical type. Then, click Next.

Quick Start Wizard

WAN Interface
WAk Interface: WA T
Display Mame:
Fhysical Mode: Ethernet v
Fhysical Type: Auto negotiation ¥
WLAM Tag insertion Disable ¥

= Back Mext = Finish Cancel
Available settings are explained as follows:
Item Description
Display Name Type a name for the router.
Physical Mode Choose Ethernet or Wireless based on the physical
connection.

Choose Wireless 2.4G if you want to use wireless station
mode to access Internet. Otherwise, choose Ethernet to
access Internet through WAN2 Ethernet Port.

Physical Type This setting is available when Ethernet is selected as
Physical Mode. In general, Auto negotiation is suggested.

VLAN Tag insertion The settings configured in this field are available when
Ethernet is selected as Physical Mode.

Disable - Disable the function of VLAN with tag.
Enable - Enable the function of VLAN with tag.

The router will add specific VLAN number to all packets on
the WAN while sending them out.

Please type the tag value and specify the priority for the
packets sending by WAN2.

® Tag value - Type the value as the VLAN ID number. The
range is form 0 to 4095.

® Priority - Type the packet priority number for such
VLAN. The range is from 0 to 7.

On the next page as shown below, please select the appropriate Internet access type
according to the information from your ISP. For example, you should select PPPoE mode if the
ISP provides you PPPoE interface. Then click Next for next step.

Vigor2862 Series User’s Guide 41



Ethernet WANZ2 - PPPoE

1.

2.

42

Quick §

tart Wizard

Connect to Internet

Choose WAN2 as the WAN Interface and choose Ethernet as the Physical Mode. Click
the Next button. The following page will be open for you to specify Internet Access

Type.

WAN 2
Select one of the following Internet Access types provided by your ISP.

® PPPOE
PPTP
L2TF
Static IP
DHCP

< Back Next > Finish Cancel
Click PPPoE as the Internet Access Type. Then click Next to continue.
Quick Start Wizard
PPPoE Client Mode
WAN 2
Enter the user name and password provided by your ISP,
Service Mame {Optional) CHT
Username 34005657 G@hinet. net
Password |masms
Confirm Password ~ |seesss
EETE T
Available settings are explained as follows:
Item Description
Service Name Enter the description of the specific network service.
(Optional)
Username Assign a specific valid user name provided by the ISP.
Note: The maximum length of the user name you can set is
63 characters.
Password Assign a valid password provided by the ISP.
Note: The maximum length of the password you can set is 62
characters.
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Item Description

Confirm Password Retype the password.

Back Click it to return to previous setting page.
Next Click it to get into the next setting page.
Cancel Click it to give up the quick start wizard.

3.  Please manually enter the Username/Password provided by your ISP. Click Next for
viewing summary of such connection.

Quick Start Wizard

Please confirm your settings:

WAN Interface: WANZ

Physical Mode: Ethernet
Physical Type: Auto negotiation
Internet Access: PPPoE

Click Back to modify changes if necessary. Otherwise, click Finish to save the current
settings and restart the Vigor router.

[ Finish ] [ Cancel ]

4.  Click Finish. A page of Quick Start Wizard Setup OK!!! will appear. Then, the system
status of this protocol will be shown.

Cluick Start Wizard Setup OK!

5. Now, you can enjoy surfing on the Internet.
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Ethernet WAN2 - PPTP/L2TP

1. Choose WAN2 as the WAN Interface and choose Ethernet as the Physical Mode. Click
the Next button. The following page will be open for you to specify Internet Access
Type.

Quick Start Wizard

Connect to Internet
VWAN 2
Select one of the following Internet Access types provided by your ISP,
O PPPOE
IPPTP
O LzTP
O static IP
O DHCP

[ <Back | [ Next> |

2.  Click PPTP/L2TP as the Internet Access Type. Then click Next to continue.
Quick Start Wizard

PPTP Client Mode

VAN 2

Enter the user name, password, WAN IP configuration and PPTP server IP provided by
your ISP,

User Name 547Taed|

Password seene

Confirm Password seene

WAN IP Configuration
O oObtain an IP address automatically
® Specify an IP address

IP Address 192.168.3.100
Subnet Mask 255 255 255